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WATER JET WEAVING—Continued

BPT limitations
Pollutant or pollutant property Maximum for (fg/il‘;r?/ga?ugfs
any 1 day for 30 con-
secutive days
21.3 13.7
55 25
(") "

1 Within the range 6.0 to 9.0 at all times.

§410.33 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology
economically achievable (BAT):

GENERAL PROCESSING

BAT limitations

Pollutant or pollutant property Maximum for (Q@r?/gleugg
any 1 day for 30 con-

secutive days

Kg/kkg (pounds per 1,000 Ib)
of product

COD .. 2.8 1.4

WATER JET WEAVING

BAT limitations

Average of
Pollutant or pollutant property Maximum for deﬁly vgalues
any 1 day for 30 con-

secutive days

Kg/kkg (pounds per 1,000 Ib)
of product

COD ..o 21.3 13.7

§410.34 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this
subpart that introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

§410.40

§410.35 New source
standards (NSPS).

Any new source subject to this sub-
part must achieve the following new
source performance standards (NSPS):

performance

GENERAL PROCESSING

NSPS
Average of
Pollutant or pollutant property Maximum for deﬁly vgalues
any 1 day for 30 con-

secutive days

Kg/kkg (pounds per 1,000 Ib)

of product

1.4 0.7
2.8 1.4
1.4 0.7

1 Within the range 6.0 to 9.0 at all times.

WATER JET WEAVING

NSPS
Pollutant or pollutant property Maximum for dpgﬁ/r?/g?u:;
any 1 day for 30 con-

secutive days

Kg/kkg (pounds per 1,000 Ib)

of product
8.9 4.6
21.3 13.7
5.5 25

(") ")
1Within the range 6.0 to 9.0 at all times.

§410.36 Pretreatment standards for
new sources (PSNS).

Any new source subject to this sub-
part that introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

§410.37 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

Subpart D—Woven Fabric
Finishing Subcategory

§410.40 Applicability; description of
the woven fabric finishing sub-
category.

The provisions of this subpart are ap-
plicable to process wastewater dis-
charges resulting from the following
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